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PROPOSED

LOT 90004

583

PROPOSED

LOT 595

PROPOSED

LOT 594

PROPOSED

LOT 584

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 583

584

PROPOSED

LOT 595

PROPOSED

LOT 594

PROPOSED

LOT 586

PROPOSED

LOT 593

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 584

586

PROPOSED

LOT 593

PROPOSED

LOT 592

PROPOSED

LOT 587

PROPOSED

LOT 591

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 586

587

PROPOSED

LOT 591

PROPOSED

LOT 588

PROPOSED

LOT 590

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 587

588

PROPOSED

LOT 591

PROPOSED

LOT 589

PROPOSED

LOT 590

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.

Copyright © Veris Australia Pty Ltd

September  2018.

AutoCAD SHX Text
NBN

AutoCAD SHX Text
NBN

AutoCAD SHX Text
m

AutoCAD SHX Text
2

AutoCAD SHX Text
375

AutoCAD SHX Text
124%%d40'

AutoCAD SHX Text
30.0

AutoCAD SHX Text
214%%d40'

AutoCAD SHX Text
12.5

AutoCAD SHX Text
304%%d40'

AutoCAD SHX Text
30.0

AutoCAD SHX Text
34%%d40'

AutoCAD SHX Text
12.5

AutoCAD SHX Text
NBN



1

.

0

1

.

0

1

.

0

1

.

0

1

.

0

1

.

0

1

.

4

1

.

0

1

.

0

1

.

4

1

.
4

3

.

0

1

.

0

1

.

0

3

.

0

1

.

0

1

.

0

590

PROPOSED

LOT 591
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LOT 589
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PROPOSED

LOT 588

PROPOSED

LOT 587

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 654
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PROPOSED

LOT 652

PROPOSED

LOT 651

PROPOSED

LOT 658

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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LOT 655
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PROPOSED

LOT 653

PROPOSED

LOT 651

PROPOSED

LOT 658

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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LOT 656
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PROPOSED

LOT 654

PROPOSED

LOT 658

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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LOT 657
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LOT 655

PROPOSED

LOT 658

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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LOT 656
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LOT 658
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Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Developer Fencing
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Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.

Copyright © Veris Australia Pty Ltd

September  2018.

AutoCAD SHX Text
NBN

AutoCAD SHX Text
NBN

AutoCAD SHX Text
NBN

AutoCAD SHX Text
m

AutoCAD SHX Text
2

AutoCAD SHX Text
420

AutoCAD SHX Text
124%%d40'

AutoCAD SHX Text
30.0

AutoCAD SHX Text
214%%d40'

AutoCAD SHX Text
14.0

AutoCAD SHX Text
304%%d40'

AutoCAD SHX Text
30.0

AutoCAD SHX Text
34%%d40'

AutoCAD SHX Text
14.0

AutoCAD SHX Text
NBN



3

.

0

3

.

0

1

.

0

1

.

0

1

.

0

1

.

0

4

.

5

1

.

5

1

.

5

PROPOSED

LOT 670

669

PROPOSED

LOT 668

H

I

G

H

G

A

T

E

 

D

R

I

V

E

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Developer Fencing
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Developer Fencing
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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Developer Fencing
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ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 655

PROPOSED

LOT 654

PROPOSED

LOT 656

PROPOSED

LOT 657
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PROPOSED

LOT 653

PROPOSED

LOT 651

PROPOSED

LOT 659

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 658
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PROPOSED

LOT 650

PROPOSED

LOT 651

PROPOSED

LOT 660

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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PROPOSED

LOT 659
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PROPOSED

LOT 649

PROPOSED

LOT 650

PROPOSED

LOT 661

LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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LOT 648

PROPOSED

LOT 649

E
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LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.

Copyright © Veris Australia Pty Ltd

September  2018.

AutoCAD SHX Text
NBN

AutoCAD SHX Text
NBN

AutoCAD SHX Text
NBN

AutoCAD SHX Text
m

AutoCAD SHX Text
2

AutoCAD SHX Text
542

AutoCAD SHX Text
72%%d18'50"

AutoCAD SHX Text
2.862

AutoCAD SHX Text
7.878

AutoCAD SHX Text
346%%D52'

AutoCAD SHX Text
344%%D53'

AutoCAD SHX Text
3.0

AutoCAD SHX Text
3.0

AutoCAD SHX Text
3.0

AutoCAD SHX Text
24.202

AutoCAD SHX Text
15.91

AutoCAD SHX Text
4.519

AutoCAD SHX Text
29.846

AutoCAD SHX Text
332%%D23'

AutoCAD SHX Text
303%%D26'

AutoCAD SHX Text
274%%D29'

AutoCAD SHX Text
260%%d0'

AutoCAD SHX Text
166%%d38'45"

AutoCAD SHX Text
163%%D06'

AutoCAD SHX Text
NBN



3

.

0

3

.

0

3

.

0

1

.

0

1

.

0

1

.

0

1

.

0

1

.

0

1

.

0

3

.

0

PROPOSED

LOT 668

667

PROPOSED

LOT 666

D

R
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V

E
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LEGEND

Sewer line

Roofwater Drainage line and 

Sewer Manhole

Concrete Pathway

Stormwater Drainage Line

Stormwater Manhole

Water Main

Water Conduit

Underground Electricity, Street Light,

Stormwater Pit

Water Service Point of Entry 

Zero Setback Building Line

Rock Retaining Wall shown as:-

Landscape Street Tree

Indicative Building Envelope

Indicative Parking Access Location

Proposed Services Easement

Developer Fencing

Electricity Pillar & NBN

Catch Pit

Sleeper Retaining Wall shown as:-

Landscape Retaining Wall shown as:-

ADDITIONAL NOTES:

Allotments used as Multiple Residential Allotments in accordance with

the approved Plan of Development may have a reduced primary road

setback to 3.0metres as noted on the Plan of Development Table.

Compaction of any fill material placed on this site shall be completed to

level one inspection and testing services in accordance with

AS3798-2007.

Location of sewer, roofwater, stormwater, water reticulation and

electricity lines, manholes and pits are those shown on engineering

design drawings, supplied by Bradlees Meinhardt, and may differ from

the as-constructed location.

Plan of Development information Supplied by RPS Group PLC.
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