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BESCRIPTION EXISTING PROPOSED
WATER MAIN, VALVE AND HYDRANT - — —DW— — DW
WATER RECYCLED
UNDERGROUND ELECTRICITY _ —— — — E
GVERHEAD ELECTRICITY & POLE —— — 00— ® — OF ®
TELECOMMUNICATIONS & SERVICE PIT
| OPTIC FIBRE
GENERAL NOTES OVERHEAD TELECOMMUNICATIONS
: GAS MAIN
SURVEY : SEWER & MAINTENANCE STRUCTURE S o
E— 23. CENTRELINES OF ALL EASEMENT DRAINS ARE OFFSET 1.0m OR 2.2m (WHERE GUTSIDE OF [ TARNEIT 5 CENTRAL INVERT > >
1. ALL LEVELS ARE TO AUSTRALIAN HEIGHT DATUM AND ALL COORDINATES ARE TG MAP SEWER) FROM THE PROPERTY LINE UNLESS SHOWN OTHERWISE. 1017¢ ] COUNCIL STORMWATER DRAIN AND PIT S —
GRID OF AUSTRALIA (MGA) 94, ZONE 55. o !
24. WHERE CURVED PIPES ARE SHOWN ON THE FACE PLANS THEY ARE TO BE LAID PARALLEL N STORM WATER DRAINAGE PROPERTY INLETS ——
2. ALL EXISTING SURFACE LEVELS SHOWN ON THE ENGINEERING DRAWINGS HAVE BEEN TO THE BACK OF KERB, EXCEPT WHERE A RADIUS HAS BEEN SPECIFICALLY NOMINATED. 330 £ COUNCIL STORM WATER PITS ]
INTERPOLATED FROM A DIGITAL TERRAIN MOBEL. THESE LEVELS HAVE BEEN USED AS THE ~ CURVED PIPES ARE TO BE APPROVED BY COUNCIL AND IN ACCORDANCE WITH THE = HOUSE DRAIN H
BASIS FOR ALL ENGINEERING DESIGN AND DETERMINATION OF QUANTITIES AND ARE MANUFACTURERS SPECIFICATIONS. AD =r MGA 94
ACCURATE TG WITHIN 0.05m. : AG DRAIN AND FLUSHER AG ®
25. HOUSE DRAINS NGT OUT OF PIT TO BE GFFSET IN ACCORDANCE WITH COUNCIL OOHERTYS 22 rd ZONE 55 =
3. ALL WORKS TG BE CARRIED GUT IN ACCORDANCE WITH PEET'S MODIFIED AS4000-1997 STANDARDS UNLESS NOTED GTHERWISE. 20 5 e MWC STGRM WATER DRAIN & PIT
AMENDED FROM GENERAL CONDITIONS GF CONTRACT, THE ROAD & DRAINAGE S e
SPECIFICATION, APPROVED MUNICIPALITY SPECIFICATIGNS AND STANDARD DRAWINGS PAVEMENT e — 24 —icn MWC STGRM WATER PITS ]
AND TG THE SATISFACTION OF THE SUPERINTENDENT AND THE MUNICIPAL ENGINEER OR T _iine 25 23 8 7
HIS REPRESENTATIVE. 26. PAVEMENT DEPTHS MAY BE MODIFIED AS DIRECTED BY THE SUPERINTENDENT. PAVEMENT T —— 22 = e STORM WATER DRAINAGE PIT NUMBER Fx.47 @
TO BE BOXED GUT TO MINIMUM BEPTH DENGTED, INSPECTED AND IF SUBGRADE IS IN 2 e —— e
L. ROAD CHAINAGES REFER TG ROAD CENTRELINES. CHAINAGES FOR INTERSECTIONS AND QUESTION, FURTHER TESTING CARRIED OUT TO BETERMINE FINAL PAVEMENT DEPTH. / T ——— GAS & WATER CONDUITS GW
CUL-DE-SACS REFER TO THE LIP GF KERB i 21
27. WHERE PAVEMENT IS CONSTRUCTED ON FILLING, FILL MATERIAL IS TG BE APPRGVED BY B 18 1 CONCRETE VEHICLE CROSSING <]
EARTHWORKS THE SUPERINTENDENT AND COUNCIL. FILLING TG BE CONSTRUCTED IN LAYERS 150mm ]
THICK WITH COMPACTION ACHIEVING 95% AUSTRALIAN STANDARD DENSITY. 5 . SITE OF RIDGE / CHANGE OF GRADE LINE - =
5. THE LOCATION OF EXISTING SERVICES SHOULD BE BETERMINED BY THE CONTRACTOR 20 119 |4 5 & SURFACE CONTOUR MINOR
PRIGR TO COMMENCING ANY EXCAVATION BY CONTACTING ALL LOCAL SERVICE 28. WHEN PAVEMENT EXCAVATION IS IN RGCK ALL LOGSE MATERIAL (INCLUBING ROCKS AND g WORK S SURFACE CONTOUR MAJOR 168.90
AUTHGRITIES. ANY EXISTING SERVICES SHOWN ON THESE DRAWINGS ARE OFFERED AS A CLAY) MUST BE REMOVED. THE SUB-GRADE MUST THEN BE REGULATED WITH COUNCIL 10
GUIDE ONLY AND ARE NOT GUARANTEED AS CORRECT. APPROVED MATERIAL. o SURFACE LEVEL E123.45 F124.68
BATTER LEVEL (TOP / TOE) T124.80
6. WHERE REQUIRED ANY BUILDINGS, TROUGHS, FENCES AND GTHER STRUCTURES ON SITE SIGNAGE AND LINEMARKING 16A £ ARTHWORKS GRADE 1in 150
ARE TG BE REMOVED AS DIRECTED BY THE ENGINEER. THE COST OF REMOVAL IS TG BE 12 " —_—
INCLUDED IN THE GVERALL EARTHWORKS FIGURE UNLESS A SPECIFIC ITEM FOR REMOVAL 29, LINEMARKING AND SIGNAGE TO BE INSTALLED IN ACCORDANCE WITH AS 1742 SERIES 16 8 SIGN AND POST ae _o
IS DENGTED IN THE SCHEDULE. UNLESS NOTED OTHERWISE. STREET SIGNS ARE TG BE INSTALLED IN ACCORDANCE WITH L STREET SIGN o>
COUNCIL STANDARDS. 2 3
7. ALL EXCAVATED ROCK AND SURPLUS SPOIL TG BE REMOVED AND DISPGSED OFF SITE 1 PERMANENT SURVEY MARK AN
UNLESS NOTED OTHERWISE. 30. ALL TEMPGRARY WARNING SIGNS USED BURING CONSTRUCTION SHALL BE SUPPLIED AND —— 28
MAINTAINED IN ACCORDANCE WITH AS 1742-3. Raiiway TEMPORARY BENCH MARK A
8. ALL FILLING ON LOTS AND WITHIN ROAD RESERVES GREATER THAN 200mm IS TO BE & Station 27/ 26
UNDERTAKEN USING LEVEL 1 SUPERVISION AND BE COMPLETED IN ACCORDANCE WITH AS 31 TACTILE GROUND SURFACE INDICATGRS ARE TG BE INSTALLED IN ACCORDANCE WITH THE 2 6 5 BOLLARD 2 3
3798-2007. FILL AREAS ARE TG BE STRIPPED GF TOPSGIL, FILLED AND REPLACED WITH DISABILITY DISCRIMINATION ACT AND RELEVANT COUNCIL STANDARD DRAWINGS. g J ROAD CHAINAGES CHes7 (L/RITP
TOPSOIL (WHERE REGUIRED) TG OBTAIN THE FINAL LEVELS SHOWN GN THE BRAWINGS. 2f5 . 2 g =" (HM6.57
ENVIRONMENTAL I -] LGT CHAINAGES CH20.06
9. FILLING MATERIAL IS TO BE IN ACCORDANCE WITH THE SPECIFICATION, AS 3798-2007 & TO =
THE SATISFACTION OF COUNCIL AND THE SUPERINTENDENT. 32. CONTRACTOR TG PROVIDE AN ENVIRGNMENTAL MANAGEMENT PLAN INCLUDING SILT AND SETGUT POINT
SEDIMENT RUNGFF PROTECTION ETC. PRIOR TO THE COMMENCEMENT OF WORKS.
10. ALL BATTERS SHALL BE 1IN 6, UNLESS GTHERWISE SHOWN. LE&k
AKES  p. LIMIT OF WORKS e Q
11, NOFILL OR STOCKPILING OF MATERIAL IS TG BE PLACED ON ANY RESERVE FOR PUBLIC > ALL TREES AND SHRUBS ARE TO BE RETAINED UNLESS GTHERWISE SHOWN. IF ROAD AND \ ~L A gy a
: DRAINAGE CONSTRUCTION NECESSITATES THEIR REMOVAL, WRITTEN PERMISSION MUST == S BATTER
OPEN SPACE UNLESS OTHERWISE BDIRECTED OR APPRGVED BY THE SUPERINTENDENT. BE OBTAINED FROM THE SUPERINTENDENT. u | ;—W_\:N_ | |
0 : L T
. S “vmib RS Fog .
12. TBM'S TG BE RE-ESTABLISHED BY THE LICENSED SURVEYGR IF FOUND TO BE MISSING AT 3, TReES NOT SPECIFIED FOR REMOV AL ARE TG BE PROTECTED WITH APPROPRIATE - 3| citpming| = 80ad)_Rp EXCAVATION GREATER THAN 0.20m | |
CARE AND MAINTENANCE OF T.BM.'S THEREAFTER. EILLING GREATER THAN 0.20m |
THE CONTRACTOR IS REQUIRED TO GBTAIN A "PERMIT TO WORK' FROM MELBGURNE LOCALITY PLAN |
DEEP, A NOTIFICATION FORM MUST BE SENT TO WORKSAFE. THE CONTRACTOR IS TO CONTRACTOR IS REQUIRED TO ENSURE THAT THE ‘PERMIT TG WORK' IS KEPT UP TO DATE NOT TQ SCALE CENCE - VEHICLE EXCLUSION _ _
COMPLY WITH WORKSAFE, THE MINES (TRENCHES) REGULATION 1982, THE MINES ACT 1958 FOR THE BURATION OF THE CONTRACT. DRAWING SCHEDULE - 0 0
AND GCCUPATIONAL HEALTH AND SAFETY ACT 1985, 2004, FENCES , , ,
14, ALL SERVICE TRENCHES UNDER DRIVEWAYS, FOGTPATHS AND PARKING BAYS TG BE - N BRAWING DESCRIPTION SHEET No. REVISION o—o——o—2a
BACKFILLED WITH CLASS 2 CRUSHED RQCK. SERVICE TRENCHES LESS THAN 750mm BEHIND CR100 FACE SHEET 1 5 A A A A,
KERB AND CHANNEL GR PAVED TRAFFIC AREAS ARE ALSG TG BE BACKFILLED WITH W A R N I N G .
COMPACTED CLASS 2 CRUSHED ROCK. CR200 FACE PLAN - SHEET 1 2 b
BEWARE OF TRANSMISSION LINES CR201 FACE PLAN - SHEET 2 3 5 TREE (& SURVEYED CANOPY) TO BE RETAINED %
15, WHERE REGUIRED, ALL EXISTING DAMS, DEPRESSIGNS AND DRAINS ARE TG BE BREACHED,
DRAINED, DESLUDGED AND SHALL BE EXCAVATED TO A CLEAN FIRM BASE. THE SURFACE TRANSMISSION POWER LINES IN CLOSE PROXIMITY QF CR202 SERVICES PLAN - SHEET 1 b b
SHALL BE INSPECTED, APPROVED AND LEVELED BY THE ENGINEER PRIGR TO WGORKS, INDUCED ELECTRICAL CURRENTS MAY OCCUR. CR203 SERVICES PLAN - SHEET 2 5 L
COMMENCEMENT OF FILLING. THE FILL SHALL BE APPROVED SELECTED ON SITE MATERIAL APPROPRIATE SAFETY MEASURES TO BE CARRIED TREE T0 BE PRATECTED
OR APPROVED IMPORTED MATERIAL. THE FILL SHALL BE PLACED UNDER CONTROLLED ouT CR300 ROAD LONG SECTIONS - SHEET 1 6 z
MOISTURE CONDITIONS IN ACCORDANCE WITH THE SPECIFICATION \_ : ) CR301 RGAD LONG SECTIONS - SHEET 2 7 2
16. NG BLASTING TQ BE CARRIED OUT WITHIN THE MUNICIPALITY WITHQUT GBTAINING CR302 ROAD LONG SECTIGNS - SHEET 3 8 !
COUNCILS PERMISSION. CR303 SHARED PATH LONG SECTIGNS - SHEET 1 9 1 TREE TO BE REMOVED
SERVICES CONTRACTOR TO CONTACT RELEVANT CR30L SHARED PATH LONG SECTIONS - SHEET 2 10 A
- SERVICE AUTHGRITIES, ESTABLISH CR400 ROAD CRGSS SECTIONS - SHEET 1 1 3
7. GAS AND WATER CONDUTS ARE TOBE . REQUIRED GUIDELINES AND COMPLY CRA01 ROAD CROSS SECTIONS - SHEET 2 12 3 TREE RING FOR PROPOSED TREE LOCATION 9
mm . VL - '
@100mm . CLASS 12 P.V.C. - DUAL SERVICE (BRINKING AND NON DRINKING WATER) WITH AUTHORITIES" REQUIREMENTS. CR402 ROAD CROSS SECTIONS - SHEET 3 13 z
CR403 ROAD CRGSS SECTIONS - SHEET &4 14 1
WITH THE FOLLOWING MINIMUM COVER TO FINISHED SURFACE LEVELS: GVERLAND FLOW PATH
ROAD PAVEMENT - 0.80m ~ CRL0L ROAD CROSS SECTIONS - SHEET 5 15 1
VERGE, FOOTPATHS - 0.45m CR405 ROAD CROSS SECTIONS - SHEET 6 16 1
18, ALL SERVICE CONDUIT TRENCHES UNDER ROAD PAVEMENTS TO BE BACKFILLED IN CR406 ROAD CROSS SECTIONS - SHEET 7 " 2 FOOTPATH =l I={_J={ ¢
ACCORDANCE WITH RELEVANT MUNICIPALITY GR ROAD AUTHORITY SPECIFICATION . CR500 INTERSECTION DETAILS - SHEET 1 18 L
. - TACTILE GROUND SURFACE INDICATOR EEE
19. WATER TAPPINGS TG BE LOCATED AS PER RELEVANT AUTHGRITY STANDARD, UNLESS www.17100.com.au CR501 INTERSECTION DETAILS - SHEET 2 13 z
NGTED OTHERWISE. / CR502 INTERSECTION DETAILS - SHEET 3 20 2 MASS ROCKWORK AND CONCRETE BATTER
TREATMENT
20. TELSTRA ARE TO BE NOTIFIED 7 DAYS PRIGR T PLACEMENT OF CONCRETE WORKS. - ~N CR600 DRAINAGE LONG SECTIONS - SHEET 1 21 2
WARNING CR601 DRAINAGE LONG SECTIONS - SHEET 2 22 1
STORM WATER DRAINAGE _
BEWARE OF UNDERGROUND/QVERHEAD SERVICES (R602 DRAINAGE LONG SECTIONS - SHEET 3 z 2
21. AG/SUBSGIL DRAIN TO BE LAID BEHIND KERB WHERE REGUIRED IN ACCORDANCE WITH THE THE LGCATION OF SERVICES ARE APPROXIMATE GNLY AND THEIR CR603 PIT SCHEDULE 2k !
COUNCIL STANDARD DRAWINGS AND CONNECTED TG UNDERGROUND DRAINAGE. EXACT PGSITION SHOULD BE PRGVEN ON SITE. NG GUARANTEE IS CR700 PAVEMENT AND TYPICAL DETAILS 25 4
GIVEN THAT ALL EXISTING SERVICES ARE SHOWN. SPECIAL
22. ALL STORMWATER DRAINS ARE TO BE CLASS 2 R.C. PIPES UNLESS OTHERWISE SHOWN, CONSIDERATION SHOULD BE GIVEN TO CONSTRUCTION PROCEDURES CR701 RAISED PAVEMENT DETAIL 26 !
ALL R.C. JOINTS ARE TO BE RUBBER RING JOINTED (R.R.J.). UNDER GVERHEAD ELECTRICITY TRANSMISSION LINES. CR800 SIGNAGE AND LINEMARKING - SHEET 1 27 3
CR801 SIGNAGE AND LINEMARKING - SHEET 2 28 1
6 AS CONSTRUCTED M.H. 03/05/24 | Scale N EWHAVEN ESTATE
5 | STORMWATER AMENDED BASED ON MWC OFFER M.H. 30/04/24 dlcs o, A VA STAGE 22
2 SS ' \S
4 | NOTATION ADDED FOR MASS ROCKWALL M.H. 29/04/24 Hi ES )s
< -’
3 | RE-ISSUED FOR CONSTRUCTION - SHARED PATH ADDITIONAL AMENDMENTS M.H. 05/03/24 IISEQIIE) éAI_'I‘lgE?RA'NAGE
S Certified
2 | SHARED PATH ALIGNMENT UPDATED M.H. 13/02/24 ystem Certe _
. , . Designed Checked WYNDHAM CITY COUNCIL
1 ROAD NAME AMENDED M.H 08/12/22 © Splll"e Australia Pty Ltd All nghts Reserved
0 ISSUED FOR CONSTRUCTION M.H‘ 07112122 This document is produced by Spiire Australia Pty Ltd solely for the P. CLIFTON D. SEVERINO PEET NO.1895 PTY LTD
H. benefit of and use by the client in accordance with the terms of the
retainer. Spiire Australia Pty Ltd does not and shall not assume any L6 414 LA TROBE STREET PO BOX 16084 MELBOURNE Authorised Date Drg No Rev
D | AMENDED IN ACCORDANCE WITH COUNCIL COMMENTS M.H. 11/11/22 responsibility or liability whatsoever to any third party arising out of VICTORIA 8007 AUSTRALIA T 61 3 9993 7888 AS CO N STRU CTE D
Amendments Approved Date any use or reliance by third party on the content of this document. spiire.com.au ABN 55 050 029 635 M HOLM ES 22/07/22 3061 95C R1 00 6




CONTRACTGR TO CONFIRM EXACT

) LOCATION OF OVERHEAD ELECTRICITY ON IS : EXISTING PEL00 DW & NDW WITH 180PE /@/ 4 A
fo— T —— — DOHERTYS RGAD ON SITE. E—== WARNING
2 —— 7 / — — —_ GAS IN 6.90m GAS & WATER EASEMENT
= — EXISTING GVERHEAD ELECTRICITY POLE. CONTRACTOR TO ENSURE
L 0 — _ ° S~ 7/ POLE IS MAINTAINED AND PROTECTED AT ALL TIMES DURING WORKS o« E— - ELECTRICAL KIOSK 4.8m x 72m. N BEWARE OF TRANSMISSION LINES
<" 0F— AND EXTREME CAUTION IS TG BE USED WHEN WORKING/EXCAVATING E— BOUNDARY FENCE TO BE CONSTRUCT PERMANENT FENCING WHERE TRANSMISSION POWER LINES IN CLOSE PROXIMITY OF
IN PROXIMITY OF THE EXISTING OVERHEAD ELECTRICAL POLES. CONSTRUCTED ASPERWCC - /. SUBSTATION ABUTS ALOTMENT AS PER WORKS, INDUCED ELECTRICAL CURRENTS MAY OCCUR.
RECT Ch = — - DR ARAINES SISR ] VWCCSTANDARD DRAWINGS SDI-SB P ot APPROPRIATE SAFETY MEASURES TO BE CARRIED
DRAIN TGWARDS T T — - DOHERTYS . \ QuT.
PROVIDE TEMPORARY EDGESTRIP 10.5R TURNING EXISTING SWD PIT > _ ROAD EXISTING CVERHEAD ELECTRICITY PGLE. CONTRACTOR TG ENSURE )
AREA OF 200mm COMPACTED DEPTH 20mm NOM OF-— POLE IS MAINTAINED AND PROTECTED AT ALL TIMES DURING WORKS e N
SIZE CLASS 2 CRUSHED ROCK (SHAPED TO DRAIN CONTRACTOR OF < — AND EXTREME CAUTION IS TG BE USED WHEN WORKING/EXCAVATING WARNING
TOBATTER S IN PROXIMITY OF THE EXISTING GVERHEAD ELECTRICAL POLES
FREELY), BOLLARDS AT 1m GFFSET AND 15m ~ T —0F :
DRAWING SD10-2 & "ROAD CLOSED" SIGN THE LOCATION OF SERVICES ARE APPROXIMATE ONLY AND THEIR
EXACT POSITION SHOULD BE PROVEN ON SITE. NO GUARANTEE IS
GIVEN THAT ALL EXISTING SERVICES ARE SHOWN. SPECIAL
EXISTING TARNEIT CONSIDERATION SHOULD BE GIVEN TO CONSTRUCTION PROCEDURES
554 ROAD/DGHERTYS ROAD UNDER OVERHEAD ELECTRICITY TRANSMISSION LINES.
e P — L— £~ -ROUNDABOUT BY OTHERS
\
X \ \ WORKS ON GR NEAR BARWON WATER
< (6 | R e 200 DW UNDER | ASSETS - CONTRACTOR TO REFER 70
VE S — 2 | BARWGON WATER'S CUSTOMER GUIDE FOR
' VNS EXISTING GVERHEAD ELECTRICITY POLE. 'WORKS ON OR NEAR BARWON WATER
CONTRACTOR TO ENSURE POLE IS MAINTAINED ,
‘ RN \o A\ AND PROTECTED AT ALL TIMES DURING warks [ASSETS” AND MAKE APPLICATIONS AS PER
X A AND EXTREME CAUTION IS TO BE USED WHEN  [BARWGON WATER'S REQUIREMENTS.
|| WORKING/EXCAVATING IN PROXIMITY OF THE

EXISTING GVERHEAD ELECTRICAL POLES.

7

DIAL BEFORE |

YOU DIG

TEMPGRARY CATCH DRAIN.
REFER TG PLAN CR700.
DIRECT TEMPGRARY CATCH
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BRAIN TG KERB INVERT L WWW1 100 com.qu
J
REMOVE PEET ABVERTISING
SIGNS AS REQUIRED
REFER TO 306195CR302-304
FOR SHARED PATH SET QUT
DIRECT CATCH BRAINS
: INTO EXISTING SWD PIT
v . f ’ F5% 3 , : ] P =
FUTURE ST AGE 23 | b ! . . — ) , 3 CHds0 CONTRACTOR TG TRANSITION SHARED PATH CROSS-FALL
/ X . Wl 1p ¢ 06— | BETWEEN CH962.32 AND CH972.32 SO THAT CROSS-FALL SOUTH OF
! | ' ~— I . : ] / : / CH972.32 FALLS TOWARDS DURGCHER CRESCENT AND NORTH GF
3 CH962.32 FALLS TOWARDS TARNEIT ROAD AND BOHERTYS RCAD.
v |
C
C:99770.00 / REMOVE PEET ABVERTISING
2.32 SIGNS AS REQUIRED
LOT FILLING AT STAGE BCUNBARY v EXISTING 180PE GAS
AS PER BETAIL ON CR700 /
[! CONTRACTGR TO LGCATE AND REMGVE
Ly EXISTING TELECOM WITHIN INTERNAL
v | WGRKS
L EXISTING ELECTRICITY UNDERGRGUND
v
EXISTING GVERHEAD ELECTRICITY POLE. CONTRACTGR TO ENSURE
"~ POLE IS MAINTAINED AND PROTECTED AT ALL TIMES BURING WGORKS
TR CH 1 AND EXTREME CAUTION IS TG BE USED WHEN WORKING/EXCAVATING
EXTEND SEWER 1.0m PAST LIMIT OF WORKS, 30079 || |1 8?383 IN PROXIMITY OF THE EXISTING OVERHEAD ELECTRICAL POLES.
PRGVIBE TEMPORARY INSPECTION CHAMBER, SEAL § l‘
AND BACKFILL FOR FUTURE SEWER EXTENSION. S |
5(253 CH1018.11 EXISTING BAM TQO BE FILLED
EXTEND STORMWATER DRAINS 1.0m PAST LIMIT @ CH1026.00 LEVELED AND COMPACTED T'O
OF WORKS AND CAP END, SEAL & BACKFILL FOR LEVEL 1 SUPERVISIGN.
FUTURE DRAINAGE EXTENSION, @
CH0727.717
PRGOVIDE TEMPORARY EDGESTRIP, 10.5R TURNING
AREA OF 200mm COGMPACTED BEPTH 20mm NOM (H1030.00 REFER TG 306195CR302-304
SIZE CLASS 2 CRUSHED RGCK (SHAPED TG DRAIN FOR SHARED PATH SET OUT
FREELY), BOLLARDS AT 1m OFFSET AND 1.5m
SPACINGS IN ACCORDANCE WITH WCC STANBARD
BRAWING SD10-2 & “RCAD CLGSED" SIGN
REMGOVE EXISTING FENCE
— CH1050.00 ALONG TARNEIT RCAD
5 _
gf:} © (H1460. pp— EXISTING OVERHEAD ELECTRICITY POLE. CONTRACTGR TO ENSURE
\.IJ /‘% POLE IS MAINTAINED AND PROTECTED AT ALL TIMES BURING WGRKS
/ == - AND EXTREME CAUTION IS TO BE USED WHEN WORKING/EXCAVATING
,“I“ . 24 Gy IN PRGXIMITY OF THE EXISTING OVERHEAD ELECTRICAL POLES.
CH1070.69- EXISTING UNDERGROUND HV ELECTRICITY
EXISTING 180PE GAS
I CH10870700 CONNECT TO EXISTING SWD PIT
129)
Q100 FLOW TO BE CONVEYED EAST
ACRGSS TARNEIT ROAD USING
H 090.00 EXISTING BRAINAGE NETWORK
EXISTING GVERHEAD ELECTRICITY POLE. CONTRACTGR TGO ENSURE
PGLE IS MAINTAINED AND PROTECTED AT ALL TIMES BURING WGRKS
AND EXTREME CAUTION IS TG BE USED WHEN WORKING/EXCAVATING
> i ] ' IN PROXIMITY OF THE EXISTING CVERHEAD ELECTRICAL POLES.
FO CO T T 0 S c 201 [ REFER TG 306195CR701 FOR i S~ S ‘ EXISTING GWW PUMP
R N INUA I N EE R — ; RAISED PAVEMENT DETAIL ( ov-e ! ‘ G 5.3 STATION
Ok | — — e y rF - —— — — == : — S — ==DW— - HIge3— — — — — -
EXISTING ELECTRICAL PIT
4 AS CONSTRUCTED M.H. 03/05/24 | Scale
0%, 04 NEWHAVEN ESTATE
3 | STORMWATER AMENDED BASED ON MWC OFFER M.H. 30/04/24 ';clfg“@ N 0 SHW 1H5 20 2 dics ) 0’% k 0@% _ STAGE 22
2 SHARED PATH ALIGNMENT UPDATED M.H. 13/02/24 5": §
Q
1 ROAD NAME AMENDED M.H. 08/12/22 Egég PALNADNDIE?IIEEAE'F
System Certified -
0 | ISSUED FOR CONSTRUCTION M.H. 07/12/22 e Y— T~ WYNDHAM GITY COUNCIL
D | AMENDED IN ACCORDANCE WITH COUNCIL COMMENTS M.H. 11/11/22 © Spiire Australia Pty Ltd All Rights Reserved eeigne o
C AMENDED IN ACCORDANCE WITH COUNGCIL COMMENTS M.H 28/09/22 This document is produced by Spiire Australia Pty Ltd solely for the P. CLIFTON D. SEVERINO PEET NO.1895 PTY LTD
H. benefit of and use by the client in accordance with the terms of the
retainer. Spiire Australia Pty Ltd does not and shall not assume any L6 414 LA TROBE STREET PO BOX 16084 MELBOURNE Authorised Date Drg No Rev
B ISSUED FOR APPROVAL M.H. 12/08/22 responsibility or liability whatsoever to any third party arising out of VICTORIA 8007 AUSTRALIA T 61 3 9993 7888 AS CO N STRU CTE D
Rev Amendments Approved Date any use or reliance by third party on the content of this document. spiire.com.au ABN 55 050 029 635 M HOLM ES 22/07/22 3061 95C RZOO 4




EXTEND SEWER 1.0m PAST LIMIT OF WGORKS,

PROVIDE TEMPORARY INSPECTION CHAMBER, SEAL
' EXISTING DAM TO BE FILLED,
AND BACKFILL FOR FUTURE SEWER EXTENSION. UEVELED AND COMPACTED T0
LEVEL 1 SUPERVISION. |
EXTEND STORMWATER DRAINS 1.0m PAST LIMIT N
OF WORKS AND CAP END, SEAL & BACKFILL FOR
FUTURE DRAINAGE EXTENSION.
MGA 94
ZONE 55
SIZE CLASS 2 CRUSHED ROCK (SHAPED TG DRAIN CRESCENT ROAD RESERVE
FREELY), BGLLARDS AT 1m OFFSET AND 1.5m
SPACINGS IN ACCORBANCE WITH WCC STANDARD ‘ | . . B
BRAWING SD10-2 & "RGAD CLOSED" SIGN S ——_——14¢ : goll : ' > ' REMGVE EXISTING FENCE
mlg CIMSESIE T RSEHY L W H Am N RE e ——1T— i R ' 17] - ALONG TARNEIT ROAD
g Qla 'kl LS4 g,y gl TP Qe T T T == f 7
- *
" * ~M
+F gf‘; 3
Py TN _= EXISTING OVERHEAD ELECTRICITY POLE. CONTRACTGR TO ENSURE
g J o : PGOLE IS MAINTAINED AND PROTECTED AT ALL TIMES DURING WORKS
j* 5 e = . 67. AND EXTREME CAUTION IS TO BE USED WHEN WGORKING/EXCAVATING
+ S ' ' : ' IN PROXIMITY OF THE EXISTING OVERHEAD ELECTRICAL POLES.
-«
l EXISTING UNDERGROUND HV ELECTRICITY
*** 4.8m DgS m
*u £ EXISTING 180PE GAS
*
MR Ty
Down
Al
g Q100 FLOW TG BE CONVEYED EAST
— ACROSS TARNEIT RGAD USING
Q0 EXISTING DRAINAGE NETWGRK
Ak
I EXISTING OVERHEAD ELECTRICITY POLE. CONTRACTOR TG ENSURE
= POLE IS MAINTAINED AND PROTECTED AT ALL TIMES BURING WORKS
—O0FE— o AND EXTREME CAUTION IS TG BE USEDB WHEN WORKING/EXCAVATING
—O0E— 5 IN PROXIMITY OF THE EXISTING GVERHEAD ELECTRICAL POLES.
FOR CONT|NUAT|0N SEE CRZOO 2 CONTRACTGOR TO DEMGLISH EXISTING CULVERT
e = T ToE— . UNDER DRIVEWAY AND ENSURE FGOTPATH AND
T — D BATTER FALLS TOWARDS CLONARD CRESCENT
EXISTING GWW PUMP STATION
1119.24 EXISTING 972 MSCL GWW WATER MAIN
T/ O0F—
T0E— _\ / HEAVY DUTY FOOTPATH OVER EXISTING GWW ACCESS
—0F — _ DRIVEWAY. REFER TG 306195CR700 FOR DETAIL
— ] REFER TG - /
T — — 00— __ " MASS ROCKWORK & CONCRETE BATTER 306195CR302-304 FOR OfF — — EXISTING UNBERGRGUND HV ELECTRICITY
.— — _CONNECT TO EXISTING SEWER L TREATMENT TO BE PLACED Im EITHER o SHARED PATH SET OUT EXISTING GVERHEAD
~~~~~~~~~ SIDE OF EXISTING BARWON WATER COVER —— 220kV TRANSMISSION ——
““““ ~ \ _ _ —_—
SAWCUT AND DEMOLISH EXISTING KERB AND PAVEMENT e — — — A __ LINE
FROM STAGE 13 AND MATCH KERB, FGOTPATH AND / > E— T —or— EXISTING 600 MSCL GWW WATER MAIN
PAVEMENT NEATLY INTO PROPOSED STAGE 22 WORKS. = — — s — == —— L — — OF—
““““““ e~ T —
/ T —0F —
/ —1
— - EXISTING BW WATER MAIN
Y S f— —
= T T O0E—
/ = —_ T
W— S
v HEAVY BUTY FGOTPATH GVER BW MAIN. W ’ 7~ /DW— EXISTING GVERHEAD ELECTRICITY POLE. CONTRACTOR TG ENSURE
EXISTING BARWON WATER AIR REFER T0 306195CR700 FOR DETAIL F5748 — POLE IS MAINTAINED AND PROTECTED AT ALL TIMES BURING WORKS REFER TO 306195CR302-304
VALVE 10 BE RELOCATED 5256 AND EXTREME CAUTION IS TG BE USEDB WHEN WORKING/EXCAVATING FOR SHARED PATH SET OUT
/ DESIGN TO BE CONFIRMED AS IN PROXIMITY OF THE EXISTING GVERHEAD ELECTRICAL POLES.
£ PART OF SEPARATE WORKS I <Q(
|
/ , < . .
REMOVE TEMPORARY EDGESTRIP | (a g MATCH SHARED PATH AND W A R N I N G
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