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DESCRIPTION EXISTING PROPOSED
WATER MAIN, VALVE AND HYDRANT S 5| DW
GENERAL NOTES: WATER RECYCLED
SURVEY UNDERGRGUND ELECTRICITY e E
E— 23. CENTRELINES OF ALL EASEMENT DRAINS ARE OFFSET 1.0m GR 2.2m (WHERE QUTSIDE OF GVERHEAD ELECTRICITY & PGOLE - — 00— ® — OF ®

1. ALL LEVELS ARE TO AUSTRALIAN HEIGHT DATUM AND ALL COORDINATES ARE TG MAP SEWER) FRGM THE PROPERTY LINE UNLESS SHOWN OTHERWISE. TELECGMMUNICATIONS & SERVICE PIT

GRID OF AUSTRALIA (MGA) 94, ZONE 55. j
2L. WHERE CURVED PIPES ARE SHOWN OGN THE FACE PLANS THEY ARE TG BE LAID PARALLEL N GPTICFIBRE

2. ALL EXISTING SURFACE LEVELS SHOWN ON THE ENGINEERING DRAWINGS HAVE BEEN TO THE BACK OF KERB, EXCEPT WHERE A RADIUS HAS BEEN SPECIFICALLY NGMINATED. OVERHEAD TELECOMMUNICATIONS
INTERPGLATED FROM A DIGITAL TERRAIN MODEL. THESE LEVELS HAVE BEEN USED AS THE ~ CURVED PIPES ARE T0 BE APPROVED BY COUNCIL AND IN ACCORBANCE WITH THE GAS MAIN
BASIS FOR ALL ENGINEERING BESIGN AND BETERMINATION OF QUANTITIES AND ARE MANUFACTURERS SPECIFICATIONS. MGA 94
ACCURATE TG WITHIN +0.05m. 70ONE 55 SEWER & MAINTENANCE STRUCTURE —Q— —S— -0 — S L

25. HOUSE DRAINS NGT GUT GF PIT TO BE GFFSET IN ACCORDANCE WITH COUNCIL CENTRAL INVERT . -
3. ALL WORKS TG BE CARRIED GUT IN ACCORBANCE WITH PEET'S MOBIFIED AS4000-1997 STANDARDS UNLESS NOTED GTHERWISE.
— i —
AMENDED FROM GENERAL CONDITIONS GF CONTRACT, THE ROAD & DRAINAGE COUNCIL STORMWATER DRAIN AND PIT
SPECIFICATION, APPROVED MUNICIPALITY SPECIFICATIONS AND STANDARD DRAWINGS PAVEMENT ) STORM WATER DRAINAGE PROPERTY INLETS —
AND TG THE SATISFACTION OF THE SUPERINTENDENT AND THE MUNICIPAL ENGINEER OR L 23
HIS REPRESENTATIVE. 26. PAVEMENT DEPTHS MAY BE MODIFIED AS DIRECTED BY THE SUPERINTENDENT. PAVEMENT 25 22 COUNCIL STORM WATER PITS [
T0 BE BGXED GUT TG MINIMUM DEPTH DENGTED, INSPECTED AND IF SUBGRADE IS IN HOUSE DRAIN H
L. ROAD CHAINAGES REFER TG ROAD CENTRELINES. CHAINAGES FOR INTERSECTIONS AND QUESTION, FURTHER TESTING CARRIED OUT TG DETERMINE FINAL PAVEMENT DEPTH. AG DRAIN AND FLUSHER AG ®
CUL-DE-SACS REFER TO THE LIP GF KERB
27. WHERE PAVEMENT IS CONSTRUCTED ON FILLING, FILL MATERIAL IS TO BE APPROVED BY 21 18 STORM WATER DRAINAGE PIT NUMBER Ex L7 @
EARTHWORKS THE SUPERINTENDENT AND COUNCIL. FILLING TG BE CONSTRUCTED IN LAYERS 150mm 14 13
THICK WITH COMPACTION ACHIEVING 95% AUSTRALIAN STANDARD DENSITY. GAS & WATER CONDUITS Gw

5. THE LGCATION OF EXISTING SERVICES SHOULD BE BETERMINED BY THE CONTRACTGR 20 | 19 15
PRIOR TO COMMENCING ANY EXCAVATION BY CONTACTING ALL LOCAL SERVICE 28. WHEN PAVEMENT EXCAVATION IS IN RGCK ALL LOOSE MATERIAL (INCLUBING ROCKS AND 17 1B CONCRETE VEHICLE CRGSSING M
AUTHGRITIES. ANY EXISTING SERVICES SHOWN ON THESE DRAWINGS ARE GFFERED AS A CLAY) MUST BE REMOVED. THE SUB-GRADE MUST THEN BE REGULATED WITH COUNCIL 10 9 RIDGE / CHANGE OF GRADE LINE .
GUIDE ONLY AND ARE NOT GUARANTEED AS CORRECT. APPROVED MATERIAL.

TA SURFACE CONTGUR MINOR

6. WHERE REQUIRED ANY BUILDINGS, TROUGHS, FENCES AND OTHER STRUCTURES ON SITE SIGNAGE AND LINEMARKING 16A SURFACE CONTGUR MAJGR 168.90
ARE TG BE REMOVED AS DIRECTED BY THE ENGINEER. THE CGST OF REMOVAL IS TG BE 12
INCLUDED IN THE OVERALL EARTHWORKS FIGURE UNLESS A SPECIFIC ITEM FOR REMOVAL 29, LINEMARKING AND SIGNAGE TG BE INSTALLED IN ACCORDANCE WITH AS 1742 SERIES 1 8 SURFACE LEVEL E123.45 F124.68
IS DENGTED IN THE SCHEDULE. UNLESS NOTED OTHERWISE. STREET SIGNS ARE TGO BE INSTALLED IN ACCORBANCE WITH 16 BATTER LEVEL (TGP / TGE) T124.80

COUNCIL STANDARDS.

7. ALL EXCAVATED ROCK AND SURPLUS SPOIL TG BE REMOVED AND DISPGSED OFF SITE 3 RETAINING WALL LEVEL (TOP/BOTTOM) TW128.50 BW126.74

UNLESS NOTED OTHERWISE. 30. ALL TEMPGRARY WARNING SIGNS USED BURING CONSTRUCTIGN SHALL BE SUPPLIED AND 2 1 FARTHWORKS GRADE Jin150
MAINTAINED IN ACCORDANCE WITH AS 1742-3.

8. ALL FILLING ON LOTS AND WITHIN ROAD RESERVES GREATER THAN 200mm IS TO BE 27 2 SIGN AND POST .. e
UNDERTAKEN USING LEVEL 1 SUPERVISIGN AND BE COMPLETED IN ACCORDANCE WITH AS 31, TACTILE GROUND SURFACE INDICATORS ARE TG BE INSTALLED IN ACCORDANCE WITH THE 6 6 5 LIGHT & POLE (BY OTHERS) o—<
3798-2007. FILL AREAS ARE TG BE STRIPPED GOF TOPSOIL, FILLED AND REPLACED WITH DISABILITY DISCRIMINATIGN ACT AND RELEVANT COUNCIL STANDARD DRAWINGS. 29 STREET SIGN o—>
TOPSGIL (WHERE REQUIRED) TO GBTAIN THE FINAL LEVELS SHOWN GN THE BRAWINGS. 2

ENVIRONMENTAL A PERMANENT SURVEY MARK AYA

9. FILLING MATERIAL IS TO BE IN ACCORDANCE WITH THE SPECIFICATION, AS 3798-2007 & TO

THE SATISFACTIGN GF COUNCIL AND THE SUPERINTENDENT. 32. CONTRACTOR TG PROVIDE AN ENVIRGNMENTAL MANAGEMENT PLAN INCLUBING SILT AND SITE OF WORKS REG/O/VA TEMPGRARY BENCH MARK A
SEDIMENT RUNGFF PROTECTION ETC. PRIGR TO THE COMMENCEMENT OF WORKS. L

10. ALL BATTERS SHALL BE 1IN 6, UNLESS GTHERWISE SHOWN. RAIL Ling BOLLARD -

33, ALL TREES AND SHRUBS ARE TO BE RETAINED UNLESS OTHERWISE SHOWN. IF ROAD AND ROAD CHAINAGES CH116.57 &/11%”5'37

M. NOFILL OR STOCKPILING OF MATERIAL IS TG BE PLACED ON ANY RESERVE FOR PUBLIC DRAINAGE CONSTRUCTION NECESSITATES THEIR REMOVAL, WRITTEN PERMISSION MUST |
OPEN SPACE UNLESS OTHERWISE BIRECTED OR APPRGVED BY THE SUPERINTENDENT. BE OBTAINED FROM THE SUPERINTENDENT. LOT CHAINAGES CH20.06

2. TBM'S TG BE RE-ESTABLISHED BY THE LICENSED SURVEYOR IF FOUND 10 BE MISSING AT 3, 1Regg NOT SPECIFIED FOR REMOVAL ARE TG BE PROTECTED WITH APPRGPRIATE SETOUT POINT @

THE COMMENCEMENT OF CONSTRUCTION. THE CONTRACTOR WILL BE RESPONSIBLE FOR EXCLUSION FENCING PRIGR TG COMMENCEMENT GF ANY WORKS.
CARE AND MAINTENANCE OF T.B.M.'S THEREAFTER. CMIT OF WORKS e e
THE CONTRACTOR IS REQUIRED TG GBTAIN A ‘PERMIT TG WORK' FROM MELBGURNE

13 ATLEAST 3 DAYS PRIOR TO COMMENCING WORK ON EXCAVATIONS IN EXCESS OF 1.50m WATER'S SURVEILLANCE GFFICER AT THE PRE-COMMENCEMENT MEETING. THE LOCALITY PLAN BATTER T |

A TACATON G110 1 OO CONEATORE Dy EOMRACTON S D O T T P 16 Gk U 04T e
: . FOR THE DURATION OF THE CONTRACT.

AND OCCUPATIONAL HEALTH AND SAFETY ACT 1985, 2004, NOT TG SCALE EXCAVATION GREATER THAN 0.20m | |

r__________ |

14. ALL SERVICE TRENCHES UNDER DRIVEWAYS, FOGTPATHS AND PARKING BAYS TG BE
BACKFILLED WITH CLASS 2 CRUSHED ROCK. SERVICE TRENCHES LESS THAN 750mm BEHIND FILLING GREATER THAN 0.20m | R
KERB AND CHANNEL OR PAVED TRAFFIC AREAS ARE ALSG TGO BE BACKFILLED WITH —
COMPACTED CLASS 2 CRUSHED RGCK. FENCE - TREE PROTECTION

FENCE - VEHICLE EXCLUSION 0 0

15. WHERE REQUIRED, ALL EXISTING DAMS. DEPRESSIGNS AND DRAINS ARE TO BE BREACHED, DRAWING SCHEDULE FENCES , , ,
DRAINED, DESLUDGED AND SHALL BE EXCAVATED TO A CLEAN FIRM BASE. THE SURFACE
SHALL BE INSPECTED, APPROVED AND LEVELED BY THE ENGINEER PRIGR TO DRAWING DESCRIPTIGN SHEET No. REVISION @ B B B °
COMMENCEMENT OF FILLING. THE FILL SHALL BE APPRGVED SELECTED ON SITE MATERIAL CR100 FACE SHEET 1 g L 2 e A
OR APPROVED IMPORTED MATERIAL. THE FILL SHALL BE PLACED UNDER CGNTROLLED Lo o oo
MGISTURE CONDITIONS IN ACCORDANCE WITH THE SPECIFICATION CR200 FACE PLAN z z 2 2 GUARD RAIL =

16.  NO BLASTING TO BE CARRIED OUT WITHIN THE MUNICIPALITY WITHGUT OBTAINING CR201 SERVICES PLAN ] Kk ) 5 4\

COUNCILS PERMISSION, CR300 ROAD LONG SECTIONS 4 1 TREE (& SURVEYED CANGPY) TG BE RETAINED { /
SERVICES CR400 ROAD CRGSS SECTIGNS - SHEET 1 5 0
CR401 ROAD CRGSS SECTIONS - SHEET 2 6 1

7. GAS AND WATER CONDUITS ARE TO BE | TREE TQ BE PROTECTED
A50mm . CLASS 12 P.V.C. - SINGLE SERVICE CRLO2? ROAD CRGOSS SECTIONS - SHEET 3 7 0
WITH THE FOLLOWING MINIMUM COVER TO FINISHED SURFACE LEVELS: CR600 BRAINAGE LONG SECTIONS 9 1 TREE TG BE REMGVED
ROAD PAVEMENT - 0.80m
VERGE, FOOTPATHS - 0.45m CR601 DRAINAGE PIT SCHEDULE 10 0

CR700 PAVEMENT AND TYPICAL DETAILS 1 0 VEGETATION LINE

18. ALL SERVICE CONDUIT TRENCHES UNDER ROAD PAVEMENTS TO BE BACKFILLED IN
ACCORDANCE WITH RELEVANT MUNICIPALITY GR ROADB AUTHGRITY SPECIFICATION . e WARNING ~\ CR800 SIGNAGE AND LINEMARKING 12 0 TREE RING FOR PROPOSED TREE LOCATION

19. WATER TAPPINGS TG BE LGCATED AS PER RELEVANT AUTHGRITY STANDARD, UNLESS
NOTED OTHERWISE. BEWARE OF UNDERGROUND/GOVERHEAD SERVICES EOQTPATH

THE LGCATION OF SERVICES ARE APPROXIMATE GNLY AND THEIR
20. TELSTRA ARE TG BE NOTIFIED 7 BAYS PRIGR TO PLACEMENT OF CONCRETE WORKS. EXACT PGSITION SHOULD BE PRGVEN ON SITE. NG GUARANTEE IS TACTILE GROUND SURFACE INDICATOR EEE==
GIVEN THAT ALL EXISTING SERVICES ARE SHGWN. SPECIAL
STORM WATER DRAINAGE CONSIDERATIGN SHOULD BE GIVEN TO CONSTRUCTION PROCEDURES KERB TRANSITION B2 SM2
UNDER GVERHEAD ELECTRICITY TRANSMISSION LINES.

21, AG/SUBSOIL DRAIN TG BE LAID BEHIND KERB WHERE REQUIRED IN ACCORDANCE WITH THE
COUNCIL STANDARD DRAWINGS AND CONNECTED TG UNDERGROUND DRAINAGE.

22. ALL STORMWATER DRAINS ARE TG BE CLASS ‘2 R.C. PIPES UNLESS OTHERWISE SHOWN.

ALL R.C. JOINTS ARE TO BE RUBBER RING JOINTED (RRR.J.)
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EXISTING WEARING COURSE TO BE STRIPPED BACK AND

NEW PAVEMENT CONNECTION MADE IN ACCORDANCE WITH
EDCM STANDARD DRAWING EDCM201 SAWCUT & REMOVE EXISTING KERB & CHANNEL
FOR STREET CONNECTION.
EXISTING STAGE 6 N
TRANSITION BETWEEN
KERB TYPES OVER RAMP MGA 94
/0ONE 55
EXISTING STORMWATER PIT TO BE CUT il
DOWN BELOW PROPOSED SUBGRADE.
AN
\ =
N RIP. i —
\ LTP T T —
\ \\
N
N %
AN
N\ EXISTING STORMWATER PIT TO BE CUT BELOW
N T ROAD SUBGRADE. EXISTING 3756 SW PIPE TO
N v Fo175  CH2800 To7s BE REMOVED AND PIT MADE GOOD.
N 11519 F52.05 ’
A
AN / \2733 CONSTRUCT NEW STORMWATER PIT
OVER EXISTING 15008 SW PIPE AND
11
FUTURE STAGE (8 551.5} LIN120 " CONNECT NEW 3756 INTG NEW SW PIT.
v [F5t50 XHzp = £5150, . EXISTING CATCH DRAIN TO BE
51.66 Y F5183 DESLUDGED AND BACKFILLED UNDER
2 32 LEVEL 1 SUPERVISION AS REQUIRED.
G —— 8037 100 Fo777]
v JIN 15 - e S5 [
E51.30 0 — —— —— — —— — i — — — — A R — ? — e —— — — i ghnlin] el | dm | [fes o it e empdenf . i
E 25 -
T CONTINUATION LINE nSE 23— [
1447 P67 ~ EXISTING
o / 2 W ~
. E49.97 ~
y " 2731 L ~ STAGE 26
| . St TIN50 ‘s CONNECT TO EXISTING
PROVIDE TEMPORARY I 2705 12 eSS0 Forn SEWER STUB \
CUT-OFF DRAIN TO DRAIN ® ' ' [ A/ = g A _
TOWARDS BANQUET DRIVE v]] ksose 1IN 149 ST | BREAK INTO DISCHARGE TEMPORARY CUT-OFF X
F5128 0.94 ~— = L EXISTING SWD PIT DRAIN INTO PROPOSED KERB AT N
|7t F20.99 ¢ £50.94 LIMIT OF WORKS |
15176 1400 "F5297 \
) -y AN
T 5075 LN 14 S e *y ~
= TF50 85 —mo——_£50.78 2 Ly 5
11~ T,So.'99 CHB250 F51 7377 @ M 6005 Y N
\ 2 ] * /o AN
[{E50.59 143 / -y /S )
N v E059 -~ %3 + = S
F50.66 £50.62 ] / i * l
N 13085 CHIT00 Fspo7] ¢ iy /6000 (
< 2727 ; | (D) T ‘
N 1IN 89 ¢ 1 . e —— > 2 = _ X
N\ = ——— 5048 D *J * S 9t =]~ SR Y
N v CH99.50 F50.971] EXlSTlNG itb******# - : T | g : S s \
LOT FILLING AT STAGE — = N S
BOUNDARY AS PER \ 1N STAGE 26 « N\ 1]
DETAIL ON SHEET CR700 I3 ~—— 5 .
0.45 37
; 750,63 CH"’&%) F50.68]
PROPOSED ELECTRICAL KIOSK. CONSTRUCT 1IN FUTURE STAGE 29
PERMANENT FENCING WHERE SUBSTATION Eso.
ABUTS ALOTMENT AS PER WYNDHAM CITY 0 FSO'&?_
COUNCIL STANDARD DRAWING SD-11-SB '
INT77 PROVIDE TEMPORARY EDGESTRIP, 10.5R TURNING AREA OF
| v [ F5035 Chizg ) £50.07) 200mm COMPACTED DEPTH 20mm NOM SIZE CLASS 2
M‘ — T50'52 0 FS0.77 CRUSHED ROCK (SHAPED TO DRAIN FREELY), BOLLARDS AT
D e T L e _ S ) I o1V o4 . { || R ) N L NS N B 1.0m OFFSET AND 1.5m SPACINGS IN ACCORDANCE WITH WCC
f‘/’"‘ 25mSE T ———— q,'!' — 727 3 — STANDARD DRAWING SD10-2 AND “ROAD CLOSED” SIGN.
CONTINUATION LINE i ~26
F50,é9 cm E49.97 ~
T5°-45 LN ~ ! EXTEND SEWER 1.0m PAST LIMIT OF WORKS,
A\ LOT FILLING AT STAGE BOUNDARY PROVIDE TEMPORARY INSPECTION CHAMBER, SEAL
, \ AS PER DETALL ON SHEET CR700 AND BACKFILL FOR FUTURE SEWER EXT%
R50. X EXISTING OUTFALL CHANNEL TO BE EXCAVATED TO
CONSTRUCT NEW STORMWATER PIT N A FIRM BASE AND BACKFILLED WITH LEVEL 1FILL TO
OVER EXISTING STORMWATER PIPE THE SATISFACTION OF THE REQUIRED AUTHORITY. CONSTRUCT NEW
\ STORMWATER PIT OVER
e N . EXISTING STORMWATER PIPE
* * N \\\\\ I3
N et S
\\\ T\\\\ I’
—— | T
\ 5254 N% ,/ T A T
) PROVIDE TEMPORARY EDGESTRIP, 10.5R TURNING AREA OF N i
U 200mm COMPACTED DEPTH 20mm NOM SIZE CLASS 2 @ 525 -\
{ CRUSHED ROCK (SHAPED TO DRAIN FREELY), BOLLARDS AT e
1.0m OFFSET AND 1.5m SPACINGS IN ACCORDANCE WITH WCC HEAVTY DUTY I 25
X STANDARD DRAWING SD10-2 AND “ROAD CLOSED" SIGN. PIT COVERS I _ I
N T 1§
‘\ == |
1 WARNING A
PROVIDE TEMPORARY EDGESTRIP, 10.5R TURNING AREA OF CONNECT TO EXISTING SEWER STUB
200mm COMPACTED DEPTH 20mm NOM SIZE CLASS 2 BEWARE OF UNDERGROUND/OVERHEAD SERVICES
CONSTRUCT NEW STORMWATER PIT OVER EXISTING STORMWATER PIPE THE LOCATION OF SERVICES ARE APPROXIMATE ONLY AND THEIR
CRUSHED ROCK (SHAPED TO DRAIN FREELY), BOLLARDS AT
1.0m OFFSET AND 1.5m SPACINGS IN ACCORDANCE WITH WCC CONNECT TO EXISTING SEWER STUB EXéIE/TEIZ)OTSI-:ETO'\,IAITE%SDTIBNEGPSREORVVEIEEgN EETEE.S:%V?HAEAAENCT'EE IS
>TANDARD DRAWING SD10-2 AND “ROAD CLOSED™ SIGN. EXISTING OUTFALL CHANNEL TO BE EXCAVATED TO CONSIDERATION SHOULD BE GIVEN TO CONSTRUCTION PROCEDURES
EXISTING STORMWATER PIT TO BE CUT DOWN BELOW PROPOSED A FIRM BASE AND BACKFILLED WITH LEVEL 1FILL TO UNDER OVERHEAD ELECTRICITY TRANSMISSION LINES.

SUBGRADE. EXISTING 375DIA. SW PIPE TO BE REMOVED AND BLANKED OFF. THE SATISFACTION OF THE REQUIRED AUTHORITY.
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